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(57) ABSTRACT

An application search system includes a mobile terminal, a
device, and a server, connected to a network. The mobile
terminal transmits mobile terminal OS information to the
device. The device receives the mobile terminal OS informa-
tion from the mobile terminal, and transmits the mobile ter-
minal OS information and device identification information
to the application management server. The server: i) receives
the mobile terminal OS information and the device identifi-
cation information; ii) generates, from the mobile terminal
OS information and the device identification information, a
list of applications installable in the mobile terminal and used
for operating the device from the mobile terminal; and iii)
transmits the list of applications to the device or the mobile
terminal.
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APPLICATION SEARCH SYSTEM AND
METHOD FOR EASY OPERATION

REFERENCE TO RELATED APPLICATIONS

This application is based upon and claims priority to cor-
responding Japanese Patent Application No. 2013-130818,
filed in the Japan Patent Office on Jun. 21, 2013, the entire
contents of which are incorporated herein by reference.

FIELD

Unless otherwise indicated herein, the description in this
field section or the background section is not prior art to the
claims in this application and is not admitted to be prior art by
inclusion in this section. The present disclosure relates to an
application search system and method for searching for an
application to be installed in a mobile phone, a smartphone, or
a mobile terminal.

BACKGROUND

It is known to enable a user to search for a desired appli-
cation from an application providing site and to install the
application in a mobile terminal.

When the user operates, for example, an image forming
apparatus such as a multifunction peripheral (MFP), a printer,
or the like, which is installed in an office of a business trip
destination or a lobby of a hotel and that is usually not oper-
ated by the user, the user confirms the manufacturer and
model of the image forming apparatus, searches for the appli-
cation providing site of this manufacturer via the mobile
terminal, and accesses the application providing site. Next,
the user searches for an application installable in this model
from the application providing site. Next, the user selects an
application capable of executing target process in the image
forming apparatus. The user operates, from among searched
applications, and installs the selected application in the
mobile terminal.

Since the user searches for the application providing site of
the manufacturer after confirming the manufacturer and
model of the image forming apparatus, it takes a lot of time
and work to search for the application.

Therefore, for the mobile terminal, there has been dis-
closed a system where it is easy to search for an application
capable of executing a process requested by the user. For
example, a mobile phone is put close to an IC tag installed in
a table in a restaurant and an 1D is acquired. From an address
management server, a uniform resource locator (URL) of a
program management server from which a program (applica-
tion) corresponding to the ID is able to be downloaded is
acquired. Next, the mobile phone accesses the acquired URL,
the program corresponding to the ID is installed in the mobile
phone, and hence, it is possible to place an order with the
restaurant via the user’s own mobile phone.

In the above-described system, it is possible to easily
install, in the mobile phone, a program where the user is able
to place an order with the restaurant via the mobile phone.
However, when a device such as an image forming apparatus
is operated from the mobile terminal, the type of operating
system (OS) of the mobile terminal, the model of the device,
and also process requested by the user are different. There-
fore, there are a plurality of applications for complying with
these conditions. Therefore, it is difficult for the user to search
for a requested application by easy operation.

SUMMARY

The present disclosure relates to an application search sys-
tem and method for easy operation.
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An application search system according to an embodiment
of'the present disclosure includes a mobile terminal, a device,
and a server, connected to a network,

The mobile terminal includes a first near field communi-
cation unit configured to transmit mobile terminal OS infor-
mation to the device. The device includes a second near field
communication unit configured to receive the mobile termi-
nal OS information from the mobile terminal, and a second
network communication unit configured to transmit the
mobile terminal OS information and device identification
information to the application management server.

The server is configured to: 1) receive the mobile terminal
OS information and the device identification information; ii)
generate, from the mobile terminal OS information and the
device identification information, a list of applications install-
able in the mobile terminal and used for operating the device
from the mobile terminal; and iii) transmit the list of applica-
tions to the device or the mobile terminal.

An application search method according to an embodiment
of the present disclosure by a mobile terminal, a device, and
a server, connected to a network, includes: via the mobile
terminal, transmitting mobile terminal OS information to the
device; via the device, receiving the mobile terminal OS
information from the mobile terminal, and transmitting the
mobile terminal OS information and device identification
information to the server; and via the application manage-
ment server, receiving the mobile terminal OS information
and the device identification information, generating, from
the mobile terminal OS information and the device identifi-
cation information, a list of applications installable in the
mobile terminal and used for operating the device from the
mobile terminal, and transmitting the list of applications to
the device or the mobile terminal.

Additional features and advantages are described herein,
and will be apparent from the following detailed description
and the figures.

BRIEF DESCRIPTION OF THE DRAWINGS

All drawings are intended to illustrate some aspects and
examples of the present disclosure. The drawings described
are only schematic and are non-limiting, and are not neces-
sarily drawn to scale.

FIG. 1 is a schematic diagram illustrating a configuration
of'an application search system according to an embodiment
of the present disclosure;

FIG. 2 is a schematic diagram illustrating functional block
configurations of an image forming apparatus and a mobile
terminal in the application search system illustrated in F1G. 1;

FIG. 3 is a schematic diagram illustrating an example of an
application list Web page according to an embodiment of the
present disclosure; and

FIG. 4 is a flowchart of a procedure for searching for an
application according to an embodiment of the present dis-
closure and installing the application in the mobile terminal.

DETAILED DESCRIPTION

Various embodiments are described below with reference
to the figures. It should be understood, however, that numer-
ous variations from the depicted arrangements and functions
are possible while remaining within the scope and spirit of the
claims. For instance, one or more elements may be added,
removed, combined, distributed, substituted, re-positioned,
re-ordered, and/or otherwise changed. Further, where this
description refers to one or more functions being imple-
mented on and/or by one or more devices, one or more
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machines, and/or one or more networks, it should be under-
stood that one or more of such entities could carry out one or
more of such functions by themselves or in cooperation, and
may do so by application of any suitable combination of
hardware, firmware, and/or software. For instance, one or
more processors may execute one or more sets of program-
ming instructions as at least part of carrying out one or more
of the functions described herein.

In an embodiment, if a user puts a mobile terminal close to
an image forming apparatus, an IP address (hereinafter,
referred to as a “URL”) of a Web site of the image forming
apparatus (hereinafter, referred to as a “Web site”) is trans-
mitted from the image forming apparatus to the mobile ter-
minal, and the mobile terminal displays the first Web page of
the Web site by accessing the URL. The Web site displays, in
the mobile terminal, a Web page that displays an operation
state of the image forming apparatus, network printing, mail
transmission, changing of a network configuration, and so
forth. In addition, pieces of information such as the OS type,
the OS version, and so forth of the mobile terminal (herein-
after, referred to as “mobile terminal OS information™) are
transmitted from the mobile terminal to the image forming
apparatus. The image forming apparatus transmits, to an
application information management server, the mobile ter-
minal OS information, and pieces of information such as the
manufacturer and model of the image forming apparatus
(hereinafter, referred to as “image forming apparatus identi-
fication information”). When receiving the mobile terminal
OS information and the image forming apparatus identifica-
tion information, the application information management
server generates a list of applications installable in the mobile
terminal and used for operating the image forming apparatus
from the mobile terminal, and transmits the list of applica-
tions to the image forming apparatus. When receiving the list
of applications, the image forming apparatus generates and
transmits an application list Web page, to the mobile terminal.
The mobile terminal switches the currently displayed first
Web page of the Web site to the application list Web page. If
the user selects an application from the application list Web
page, the application is downloaded and installed in the
mobile terminal.

An application search system according to an embodiment
of the present disclosure will be described using FIG. 1. An
application search system 10 illustrated in FIG. 1 includes an
image forming apparatus 100, an application information
management server 200, an application providing server 300,
a mobile terminal 400, an access point 500, and a network
600.

The image forming apparatus 100 is a printer, an MFP, and
so forth, and includes a near field communication (“NFC”)
function. The image forming apparatus 100 is connect to the
mobile terminal 400, using near field communication. The
image forming apparatus 100 generates an application list
Web page 700 installable in the mobile terminal 400, and
transmits it to the mobile terminal 400. Details of the appli-
cation list Web page 700 will be described later.

The application information management server 200 man-
ages the information of an application installable in the
mobile terminal 400. The application information manage-
ment server 200 generates, based on the mobile terminal OS
information and the image forming apparatus identification
information, a list of applications installable in the mobile
terminal 400 and used for operating the image forming appa-
ratus 100 from the mobile terminal 400. The application
information management server 200 transmits the list of
applications to the image forming apparatus 100.
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The application providing server 300 includes therein
applications, and distributes a requested application to the
mobile terminal 400, after receiving a distribution request
from the mobile terminal 400.

The mobile terminal 400 is equipped with the near field
communication function. By connecting to the image form-
ing apparatus 100 using the near field communication, the
mobile terminal 400 receives the URL of the Web site. In
addition, if the mobile terminal 400 receives the application
list Web page 700 from the image forming apparatus 100
when accessing the Web site of the URL and displaying the
first Web page, the first Web page is switched to the applica-
tion list Web page 700. In addition, since it is possible to
connect to the network 600 via the access point 500, the
mobile terminal 400 is able to access the image forming
apparatus 100 and the application providing server 300, con-
nected to the network 600.

The access point 500 is a relay device used by the mobile
terminal 400 for connecting to the network 600 via a provider.

The network 600 is, for example, an [P network such as the
Internet or an intranet, and is connected to the image forming
apparatus 100, the application information management
server 200, the application providing server 300, and the
access point 500.

Next, the functional configuration of the image forming
apparatus 100 will be described using FIG. 2. The image
forming apparatus 100 illustrated in FIG. 2 includes a control
unit 110, a memory unit 120, a data storage unit 130, an
operation panel 140, an operation panel processing unit 150,
a document reading unit 160, an image processing unit 170, a
near field communication unit 180, and a network communi-
cation unit 190, and adopts a configuration where these indi-
vidual units are connected using a bus or the like. An appli-
cation search processing unit 110a is provided in the control
unit 110. An image forming apparatus identification informa-
tion storage area 120a and an application list storage area
1204 are provided in the memory unit 120. An image data
storage area 130a is provided in the data storage unit 130.

The control unit 110 includes a main storage device such as
a RAM or a ROM, and a control device such as a central
processing unit (CPU). In addition, the control unit 110 per-
forms overall control of the image forming apparatus 100,
such as control of various types of /O, an interface such as a
universal serial bus (USB), a bus controller, and so forth.

When transmitting the mobile terminal OS information
received from the mobile terminal 400 and the image forming
apparatus identification information to the application infor-
mation management server 200, the application search pro-
cessing unit 110a receives, from the application information
management server 200, a list of applications installable in
the mobile terminal 400 and used for operating the image
forming apparatus 100 from the mobile terminal 400. In
addition, the application search processing unit 110a gener-
ates the application list Web page 700 from the list of appli-
cations, and transmits the application list Web page 700 to the
mobile terminal 400.

The memory unit 120 is an auxiliary storage device includ-
ing a flash memory or the like, and includes therein a program
and data for the process to be executed by the control unit 110.

In the image forming apparatus identification information
storage area 120a, pieces of data such as the manufacturer, the
model, and so forth of the image forming apparatus 100, used
for identifying the image forming apparatus 100, are prelimi-
narily included.

In the application list storage area 1205, data of the list of
applications received from the application information man-
agement server 200 is temporarily included.
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The data storage unit 130 is a hard disk drive that stores
therein data and programs.

In the image data storage area 130qa, data of an image read
from the document reading unit 160 and an image received
from the mobile terminal 400 via the network communication
unit 190 is included.

The operation panel 140 displays an operation screen and
receives an operation performed by the user. The operation
panel processing unit 150 performs the process for display-
ing, in the operation panel 140, operation items correspond-
ing to functions with which the image forming apparatus 100
is equipped, the process for inputting an operation of the user
from the operation panel 140, and so forth.

If the user performs a read operation from the operation
panel 140, the document reading unit 160 reads a document
set in a platen of the image forming apparatus 100, converts
the document into an image, and outputs the image to the
image processing unit 170. When inputting an image from the
document reading unit 160, the image processing unit 170
converts the image into data of a printable picture image or an
image transmittable by a FAX or a mail, and outputs the data
to the control unit 110.

The near field communication unit 180 performs wireless
communication with the mobile terminal 400 at a short dis-
tance using Bluetooth (registered trademark) serving as a
near field communication standard or infrared communica-
tion.

The network communication unit 190 includes an attach-
able and detachable LAN interface, and connects to the net-
work 600. The LAN interface includes a network unit per-
forming intelligent transmission/reception based on various
kinds of network protocols such as TCP/IP, AppleTalk, SMB,
and so forth.

Next, the functional configuration of the mobile terminal
400 will be described using FIG. 2. The mobile terminal 400
illustrated in FIG. 2 includes a control unit 410, a memory
unit 420, a near field communication unit 430, an operation
panel 440, an operation panel processing unit 450, a bar code
reading unit 460, and a network communication unit 470, and
adopts a configuration where these individual units are con-
nected using a bus or the like. In the memory unit 420, a
mobile terminal OS information storage area 420a is pro-
vided. In the control unit 410, an application processing unit
410q is provided.

The control unit 410 includes a main storage device such as
a RAM or a ROM, and a control device such as a central
processing unit (CPU). In addition, the control unit 410 per-
forms the overall control of the mobile terminal 400, such as
control of various types of /O, an interface such as a universal
serial bus (USB), a bus controller, and so forth. In addition,
the control unit 410 includes a Web browser, and controls
display of the Web page of the Web site and an operation from
the Web page.

The application processing unit 410a searches for an appli-
cation used for operating the image forming apparatus 100
from the mobile terminal 400, and installs the application.

The memory unit 420 is an auxiliary storage device includ-
ing a flash memory or the like, and includes therein programs
and data for process to be executed by the control unit 410.

In the mobile terminal OS information storage area 420a,
the OS information of the mobile terminal 400 is included.

The near field communication unit 430 performs wireless
communication with the image forming apparatus 100 at a
short distance using Bluetooth (registered trademark) serving
as the near field communication standard or infrared commu-
nication.
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The operation panel 440 displays an operation screen and
receives an operation performed by the user. The operation
panel processing unit 450 performs the process for display-
ing, in the operation panel 440, operation items correspond-
ing to functions with which the mobile terminal 400 is
equipped, process for inputting an operation of the user from
the operation panel 440, and process for displaying the Web
page of the Web site.

The bar code reading unit 460 acquires the URL of a Web
site corresponding to a two-dimensional bar code by reading
the two-dimensional bar code.

The network communication unit 470 connects to the net-
work 600 via the access point 500.

Next, the application list Web page 700 will be described
using FIG. 3. As illustrated in FIG. 3, the application list Web
page 700 is a page for displaying, in the operation panel 440
of the mobile terminal 400, the list of applications received
from the application information management server 200 and
the information thereof. This application list Web page 700 is
apage displayed by accessing the Web site. In the application
list Web page 700, items, “APPLICATION NAME”, “PRO-
CESSING CONTENT” of an application corresponding to
“APPLICATION NAME”, “PREVIOUS PAGE”, and
“NEXT PAGE” are provided.

In “APPLICATION NAME”, a name assigned for identi-
fying the application is displayed. In addition, if the user
points to “APPLICATION NAME” when the application list
Web page 700 is displayed in the operation panel 440 of the
mobile terminal 400, switching to a download page of the
application corresponding to “APPLICATION NAME” is
performed. If the user starts installing the application from the
download page, the application is distributed from the appli-
cation providing server 300 to the mobile terminal 400 via the
network 600.

In “PROCESSING CONTENT”, the content of processing
to be executed by the application is simply described.

If “PREVIOUS PAGE” is pointed to, a previous list of
applications is displayed in a case where the list of applica-
tions exists prior to a currently displayed page.

If “NEXT PAGE” is pointed to, a subsequent list of appli-
cations is displayed in a case where the list of applications
exists after the currently displayed page.

Next, a procedure for searching for an application and
installing the application in the mobile terminal 400 will be
described using FIG. 4. Hereinafter, an explanation will be
made in order of steps illustrated in FIG. 4.

In step S101, if the user puts the mobile terminal 400 close
to the image forming apparatus 100, the mobile terminal 400
and the image forming apparatus 100 are connected to each
other using the near field communication.

In step S102, the application search processing unit 110a in
the image forming apparatus 100 transmits the URL of the
Web site of the image forming apparatus 100 to the mobile
terminal 400 using the near field communication.

In step S103, when receiving the URL of the Web site, the
application processing unit 410q in the mobile terminal 400
accesses the Web site and displays the first Web page in the
operation panel 440.

In step S104, the application processing unit 410« in the
mobile terminal 400 extracts the mobile terminal OS infor-
mation from the mobile terminal OS information storage area
420q in the memory unit 420, and transmits the mobile ter-
minal OS information to the image forming apparatus 100.

In step S105, when receiving the mobile terminal OS infor-
mation, the application search processing unit 110a in the
image forming apparatus 100 extracts the image forming
apparatus identification information from the image forming
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apparatus identification information storage area 120a, and
transmits the mobile terminal OS information and the image
forming apparatus identification information to the applica-
tion information management server 200.

In step S106, based on the mobile terminal OS information
and the image forming apparatus identification information,
received from the image forming apparatus 100, the applica-
tion information management server 200 generates a list of
applications installable in the mobile terminal 400 and used
for operating the image forming apparatus 100 from the
mobile terminal 400.

In step S107, the application information management
server 200 transmits the generated list of applications to the
image forming apparatus 100.

In step S108, when receiving the list of applications from
the application information management server 200, the
image forming apparatus 100 generates the application list
Web page 700 from the list of applications.

In step S109, the image forming apparatus 100 transmits
the application list Web page 700 to the mobile terminal 400.

In step S110, when receiving the application list Web page
700, the application processing unit 410qa in the mobile ter-
minal 400 switches the first Web page of the image forming
apparatus 100, displayed in the operation panel 440 in the step
S103, to the application list Web page 700.

In step S111, the user selects an application from the appli-
cation list Web page 700 by pointing to requested “APPLI-
CATION NAME”.

In step S112, the application processing unit 410« in the
mobile terminal 400 displays the download page of the
selected application, in the operation panel 440.

In step S113, when the user starts installing the application
from the download page, the application processing unit 410a
in the mobile terminal 400 transmits a distribution request for
the application to the application providing server 300 via the
network 600.

In step S114, when receiving the distribution request for
the application, the application providing server 300 distrib-
utes the application to the mobile terminal 400 via the net-
work 600.

In step S115, when receiving the application from the
application providing server 300, the application processing
unit410a in the mobile terminal 400 installs the application in
the mobile terminal 400.

Accordingly, when a list of applications installable in the
mobile terminal and used for operating the image forming
apparatus 100 from the mobile terminal 400 is searched for
and installed, the user puts the mobile terminal 400 close to
the image forming apparatus 100, and hence, it is possible to
display the application list Web page 700 in the mobile ter-
minal 400. It is possible for the user to select an application
from the displayed application list Web page 700 and install
the application in the mobile terminal 400.

When a device is operated from a mobile terminal, such an
application search system of the present disclosure may
search for an application corresponding to the mobile termi-
nal and the device, and easily install, in the mobile terminal,
an application selected from a list of searched applications.

While various aspects and embodiments have been dis-
closed herein, other aspects and embodiments are possible.
Other designs may be used in which the above-described
components are each present.

While, in the application search system 10 of the above-
described embodiment, by putting the mobile terminal 400
close to the image forming apparatus 100, the URL of the
Web site is transmitted to the mobile terminal 400, the URL of
the Web site is not limited to the information transmitted to
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the mobile terminal 400. The mobile terminal 400 reads, for
example, the two-dimensional bar code of the image forming
apparatus 100, and hence, the URL of a Web site correspond-
ing to the two-dimensional bar code may be acquired. In this
case, the two-dimensional bar code is attached to the main
body of the image forming apparatus 100, or the two-dimen-
sional bar code is displayed in the operation panel 140 of the
image forming apparatus 100. When the URL of the Web site
is acquired from the two-dimensional bar code, transmission
of the mobile terminal OS information from the mobile ter-
minal 400 to the image forming apparatus 100 and/or trans-
mission of an application list screen from the image forming
apparatus 100 to the mobile terminal 400 may be performed
via the network 600 without using the near field communica-
tion.

In addition, while the application search system 10 adopts
the configuration including two servers of the application
information management server 200 and the application pro-
viding server 300, the application search system 10 is not
limited to this. For example, one application management
server equipped with the functions of the application infor-
mation management server 200 and the application providing
server 300 may be adopted.

In addition, while the mobile terminal 400 displays the
application list Web page 700 by accessing the URL of the
Web site received from the image forming apparatus 100, the
mobile terminal 400 is not limited to this. For example, the
mobile terminal 400 may directly receive the list of applica-
tions from the application information management server
200 and display the list of applications, without acquiring the
URL of the Web site from the image forming apparatus 100.

In addition, while, in the above-described embodiment, a
procedure for searching for an application installable in the
mobile terminal 400 and used for operating the image form-
ing apparatus 100 from the mobile terminal 400 and installing
the application has been described, an apparatus to be oper-
ated is not limited to the image forming apparatus 100. It is
possible to search for, for example, an application installable
in the mobile terminal 400 and used for operating various
types of device and install the application.

It should be understood that various changes and modifi-
cations to the presently embodiments described herein will be
apparent to those skilled in the art. Such changes and modi-
fications can be made without departing from the spirit and
scope of the present subject matter and without diminishing
its intended advantages. It is therefore intended that such
changes and modifications be covered by the appended
claims.

What is claimed is:

1. An application search system comprising:

a mobile terminal, an image forming apparatus, and a

server, connected to a network,

the mobile terminal including:

an operation panel;

a first near field communication unit that transmits mobile
terminal operating system (OS) information that
includes an OS type and an OS version and is stored in
the mobile terminal to the image forming apparatus; and

a first network communication unit that connects to the
network;

the image forming apparatus including:

a second near field communication unit that receives the
mobile terminal OS information from the mobile termi-
nal; and

a second network communication unit that transmits the
mobile terminal OS information and image forming
apparatus identification information that includes a
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manufacturer and a model of the image forming appa-
ratus and is stored in the image forming apparatus to the
servet,
wherein, if a user puts the mobile terminal close to the
image forming apparatus, the mobile terminal and the
image forming apparatus are connected to each other via
the first near field communication unit and the second
near field communication unit,
wherein, when being connected to the mobile terminal, the
image forming apparatus transmits an URL of a website
of the image forming apparatus to the mobile terminal
via the second near field communication unit,
wherein, when receiving the URL of the website, the
mobile terminal accesses the website and displays a
webpage in the operation panel,
wherein the server i) receives from the image forming
apparatus the mobile terminal OS information and the
image forming apparatus identification information, ii)
generates, from the mobile terminal OS information and
the image forming apparatus identification information,
a list of applications that are installable in the mobile
terminal and used for operating the image forming appa-
ratus by the mobile terminal, and iii) transmits the list of
applications to the image forming apparatus,
wherein, when receiving the list of applications from the
server, the image forming apparatus generates an appli-
cation list webpage from the list of applications, and
transmits the application list webpage to the mobile
terminal,
wherein, when receiving the application list webpage, the
mobile terminal switches the webpage of the image
forming apparatus displayed in the operation panel to
the application list webpage, displays a download page
of a selected application by the user in the operation
panel, and transmits a distribution request for the
selected application to the server via the first network
communication unit, and
wherein, when receiving the distribution request for the
selected application, the server distributes the selected
application to the first network communication unit in
the mobile terminal.
2. The application search system according to claim 1,
wherein
the mobile terminal includes a bar code reading unit, and
acquires the URL of the website of the image forming
apparatus by reading, using the bar code reading unit, a
bar code of the image forming apparatus that is one of i)
attached to a main body of the image forming apparatus
and ii) displayed in an operation panel of the image
forming apparatus.
3. An application search method by a mobile terminal, an
image forming apparatus, and a server, connected to a net-
work, comprising:

25

30

40

45

10

placing the mobile terminal close to the image forming
apparatus;

connecting, via the mobile terminal, with the image form-
ing apparatus via a near field communication;

transmitting, via the image forming apparatus, an URL of
a website of the image forming apparatus to the mobile
terminal via the near field communication;

accessing, via the mobile terminal, the website and dis-
playing a webpage in an operation panel of the mobile
terminal, when receiving the URL of the website;

transmitting, via the mobile terminal, mobile terminal
operating system (OS) information that includes an OS
type and an OS version and is stored in the mobile
terminal to the image forming apparatus;

receiving, via the image forming apparatus, the mobile
terminal OS information from the mobile terminal;

transmitting, via the image forming apparatus, the mobile
terminal OS information and image forming apparatus
identification information that includes a manufacturer
and a model ofthe image forming apparatus and is stored
in the image forming apparatus to the server;

receiving, via the server, the mobile terminal OS informa-
tion and the image forming apparatus identification
information;

generating, via the server, from the mobile terminal OS
information and the image forming apparatus identifi-
cation information, a list of applications that are install-
able in the mobile terminal and used for operating the
image forming apparatus by the mobile terminal;

transmitting the list of applications to the image forming
apparatus;

generating, via the image forming apparatus, an applica-
tion list webpage from the list of applications, and trans-
mitting the application list webpage to the mobile ter-
minal;

switching, via the mobile terminal, the webpage of the
image forming apparatus displayed in the operation
panel of the mobile terminal to the application list
webpage, and displaying a download page of a selected
application by the user in the operation panel;

transmitting, via the mobile terminal, a distribution request
for the selected application to the server using the net-
work; and

distributing, via the server, the selected application to the
mobile terminal using the network.

4. The application search method according to claim 3,

further comprising:

acquiring, via the mobile terminal, the URL of the website
of the image forming apparatus by reading a bar code of
the image forming apparatus that is one of i) attached to
a main body of the image forming apparatus and ii)
displayed in an operation panel of the image forming
apparatus.



